Deye

Three Phase Hybrid Inverter

SUN-60/70/75/80K-SGO2HP3-EU-EM6
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Efficient Intelligent

e High voltage battery, higher efficiency e 6time periods for battery charging/discharging

<

-

-

Flexible Reliable
e AC couple to retrofit existing solar system e  Max. charging/discharging current of 160A
e Max. 10 pcs parallel for on-grid and off-grid o

Support storing energy from diesel generator
operation; support multiple batteries parallel

deye.shop - support@deye.shop - 8 800 201-76-60


https://deye.shop

Technical Data www.deyeinverter.com

SUN-60K-SGO2HP3 SUN-70K-SGO2HP3 SUN-75K-SG02HP3 SUN-80K-SGO2HP3
-EU-EM6 -EU-EMé6 -EU-EM6 -EU-EMé6
Battery Input Data
Lithium-ion
160-1000
80+80
Self-adaption to BMS
2
PV String Input Data
120000 140000 150000 160000
96000 112000 120000 128000
1000
180
150-850
650
36+36+36+36+36+36
54+54+54+54+54+54
6/2+2+2+2+2+2
AC Input/Output Data
60000 70000 75000 80000
66000 77000 82500 88000
91/87 106.1/101.5 113.7/108.7 121.3/116
100/95.7 116.7/111.6 125/119.6 133.4/127.6
200

1.5 times of rated power, 10s

0.8 leading to 0.8 lagging
220/380V,230/400V 0.85Un-1.1Un 3L+N+PE
50/45-55, 60/55-65
<3% (of nominal power)
<0.5% In

Efficiency

98.70%
98.10%
>99%

Equipment Protection

DC Reverse Polarity Protection, AC Output Overcurrent Protection, Thermal Protection,
AC Output Overvoltage Protection, AC Output Short Circuit Protection, DC Component Monitoring,
Arc Fault Circuit Interrupter (AFCI) (optional), Anti-islanding Protection, DC Switch,
Insulation Impedance Detection, Residual Current Detection

TYPE1I(DC), TYPE II(AC)

Interface

LCD+LED
RS485,R$232,CAN
GPRS/WIFI/Bluetooth/4G/LAN(optional)

General Data

-40to +60°C, >45°C Derating
0-100%
3000m
<65
IP 65
Non-Isolated
OVC II(DC), OVC llI(AC)
606x927x314 (Excluding Connectors and Brackets)
105
Smart Cooling

5Years/10 Years
the Warranty Period Depends the Final Installation Site of Inverter, More Info Please Refer to Warranty Policy

IEC 61727,1EC 62116, CEI0-21,EN 50549, NRS 097, RD 140, UNE 217002,
OVE-Richtlinie R25, G99, VDE-AR-N 4105

IEC/EN 61000-6-1/2/3/4,1EC/EN 62109-1, IEC/EN 62109-2
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Ningbo Deye Inverter Technology Co., Ltd.
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[Moppep)kka Ha pycckoM — deye.shop

Oduupanbhbit aunep Deye B Poccnn — OO0 «HT»

Mbl 0TBEYAEM Ha PYCCKOM si3bIKe Mo Jito6oMy o6opyaoBaHuio Deye 13 aToro goKymeHTa.

o [loabepémM MHBEPTOP M aKKYMYNSATOPbI MO, Ball AOM UM OOBEKT.
e OTBETUM Ha BOMPOCHI MO MOHTa)y, HACTPOMKE U KOJaM OLUMOOK.
e [MoMoXKeM C rapaHTUIMHbIM 0OpaLLLEHNEM.

TenedoH 8 (800) 201-76-60, 380HOK no Poccuun
6ecnnaTHbIN

TexHundeckas noafep>xka  support@deye.shop

3akKasbl 1 cyeTa zakaz@deye.shop
Cant deye.shop

Ha caiTe — oOKyMeHTbI Ha pycckoMm, LeHbl ¢ HOAC u Hannyme Ha cknagax B Poctose-Ha-[oHy, MNoaMocKoBbe 1
KpacHopgape. PaboTtaem B 6ygHu ¢ 9:00 oo 18:00 no Mockse.
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